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LIMITED WARRANTY 
 

1. (a) Subject to the exceptions and upon the conditions set forth herein, Seller warrants to Buyer that 
for a period of one (1) year from the date of shipment (“Warranty Period”), that such Goods will be free 
from material defects in material and workmanship. 

(b) Notwithstanding the foregoing and anything herein to the contrary, the warranty set forth in this 
Section 1 shall be superseded and replaced in its entirety with the warranty set forth on Exhibit A 
hereto if the Goods being purchased are specialty products, which include, without limitation, laser 
products, fiber markers, custom systems, workstations, Seller-installed products, non-catalogue 
products and other custom-made items (each a “Specialty Products.” 

(c) EXCEPT FOR THE WARRANTY SET FORTH IN SECTION 1(A), SELLER MAKES NO 
WARRANTY WHATSOEVER WITH RESPECT TO THE GOODS (INCLUDING ANY SOFTWARE) OR 
SERVICES, INCLUDING ANY (a) WARRANTY OF MERCHANTABILITY; (b) WARRANTY OF 
FITNESS FOR A PARTICULAR PURPOSE; (c) WARRANTY OF TITLE; OR (d) WARRANTY 
AGAINST INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS OF A THIRD PARTY; 
WHETHER EXPRESS OR IMPLIED BY LAW, COURSE OF DEALING, COURSE OF 
PERFORMANCE, USAGE OF TRADE OR OTHERWISE. 

(d) Products manufactured by a third party and third party software (“Third Party Product”) may 
constitute, contain, be contained in, incorporated into, attached to or packaged together with, the 
Goods. Third Party Products are not covered by the warranty in Section 1(a). For the avoidance of 
doubt, SELLER MAKES NO REPRESENTATIONS OR WARRANTIES WITH RESPECT TO ANY 
THIRD PARTY PRODUCT, INCLUDING ANY (a) WARRANTY OF MERCHANTABILITY; (b) 
WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE; (c) WARRANTY OF TITLE; OR (d) 
WARRANTY AGAINST INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS OF A THIRD 
PARTY; WHETHER EXPRESS OR IMPLIED BY LAW, COURSE OF DEALING, COURSE OF 
PERFORMANCE, USAGE OF TRADE OR OTHERWISE.  Notwithstanding the foregoing, in the event 
of the failure of any Third Party Product, Seller will assist (within reason) Buyer (at Buyer’s sole 
expense) in obtaining, from the respective third party, any (if any) adjustment that is available under 
such third party’s warranty.  

(e) Seller shall not be liable for a breach of the warranty set forth in Section 1(a) unless: (i) Buyer gives 
written notice of the defect, reasonably described, to Seller within five (5) days of the time when Buyer 
discovers or ought to have discovered the defect and such notice is received by Seller during the 
Warranty Period; (ii) Seller is given a reasonable opportunity after receiving the notice to examine such 
Goods; (iii) Buyer (if requested to do so by Seller) returns such Goods (prepaid and insured to Seller at 
1820 South Myrtle Avenue, Monrovia, CA 91016or to such other location as designated in writing by 
Seller) to Seller pursuant to Seller’s RMA procedures and Buyer obtains a RMA number from Seller 
prior to returning such Goods for the examination to take place; and (iii) Seller reasonably verifies 
Buyer’s claim that the Goods are defective and that the defect developed under normal and proper use. 

(f) Seller shall not be liable for a breach of the warranty set forth in Section 1(a) if: (i) Buyer makes any 
further use of such Goods after giving such notice; (ii) the defect arises because Buyer failed to follow 
Seller’s oral or written instructions as to the storage, installation, commissioning, use or maintenance of 
the Goods; (iii) Buyer alters or repairs such Goods without the prior written consent of Seller; or (iv) 
repairs or modifications are made by persons other than Seller’s own service personnel, or an 
authorized representative’s personnel, unless such repairs are made with the written consent of Seller 
in accordance with procedures outlined by Seller.  
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(g) All expendables such as electrodes are warranted only for defect in material and workmanship 
which are apparent upon receipt by Buyer. The foregoing warranty is negated after the initial use.  

(h) Subject to Section 1(e) and Section 1(f) above, with respect to any such Goods during the Warranty 
Period, Seller shall, in its sole discretion, either: (i) repair or replace such Goods (or the defective part) 
or (ii) credit or refund the price of such Goods at the pro rata contract rate, provided that, if Seller so 
requests, Buyer shall, at Buyer’s expense, return such Goods to Seller. 

(i)  THE REMEDIES SET FORTH IN SECTION 1(H) SHALL BE BUYER’S SOLE AND EXCLUSIVE 
REMEDY AND SELLER’S ENTIRE LIABILITY FOR ANY BREACH OF THE LIMITED WARRANTY 
SET FORTH IN SECTION 1(A). Representations and warranties made by any person, including 
representatives of Seller, which are inconsistent or in conflict with the terms of this warranty, as set 
forth above, shall not be binding upon Seller. 
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Exhibit A 
Warranty for “Specialty Products” 

Limited Warranty 
 
EXCEPT FOR THE WARRANTY SET FORTH BELOW IN THIS EXHIBIT A, SELLER MAKES NO 
WARRANTY WHATSOEVER WITH RESPECT TO THE GOODS (INCLUDING ANY SOFTWARE) OR 
SERVICES, INCLUDING ANY (a) WARRANTY OF MERCHANTABILITY; (b) WARRANTY OF 
FITNESS FOR A PARTICULAR PURPOSE; (c) WARRANTY OF TITLE; OR (d) WARRANTY 
AGAINST INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS OF A THIRD PARTY; 
WHETHER EXPRESS OR IMPLIED BY LAW, COURSE OF DEALING, COURSE OF 
PERFORMANCE, USAGE OF TRADE OR OTHERWISE.  

Warranty Period:  The Warranty Period for Specialty Products is for one (1) year, and the Warranty 
Period for laser welders and laser markers is two (2) years (unlimited hours), and the Warranty Period 
for the laser pump diodes or modules is two (2) years or 10,000 clock hours, whichever occurs first (as 
applicable, the “Warranty Period”).  The Warranty Period begins as follows: (i) on orders for Goods 
purchased directly by Buyer, upon installation at Buyer’s site or thirty (30) days after the date of 
shipment, whichever occurs first; or (ii) on equipment purchased by a Buyer that is an OEM or systems 
integrators, upon installation at the end user’s site or six (6) months after the date of shipment, 
whichever occurs first.   

Acceptance Tests:   Acceptance Tests (when required) shall be conducted at Amada Miyachi 
America, Inc., Monrovia, CA, USA (the “Testing Site”) unless otherwise mutually agreed in writing prior 
to issuance or acceptance of the Acknowledgement.  Acceptance Tests shall consist of a final visual 
inspection and a functional test of all laser, workstation, enclosure, motion and accessory hardware.  
Acceptance Tests shall include electrical, mechanical, optical, beam delivery, and software items 
deliverable under the terms of the Acknowledgement.   Terms and conditions for Additional Acceptance 
Tests either at Seller’s or Buyer’s facility shall be mutually agreed in writing prior to issuance or 
acceptance of the Acknowledgement.  

Performance Warranty: The system is warranted to pass the identical performance criteria at Buyer’s 
site as demonstrated during final Acceptance Testing at the Testing Site during the Warranty Period, as 
provided in the Acknowledgement.  Seller explicitly disclaims any responsibility for the process results 
of the laser processing (welding, marking, drilling, cutting, etc.) operations.    

Exclusions:  Seller makes no warranty, express or implied, with respect to the design or operation of 
any system in which any Seller’s product sold hereunder is a component.   

Limitations:  The limited warranty set forth on this Exhibit A does not cover loss, damage, or defects 
resulting from transportation to Buyer’s facility, improper or inadequate maintenance by Buyer, Buyer-
supplied software or interfacing, unauthorized modification or misuse, operation outside of the 
environmental specifications for the equipment, or improper site preparation and maintenance.  This 
warranty also does not cover damage from misuse, accident, fire or other casualties of failures caused 
by modifications to any part of the equipment or unauthorized entry to those portions of the laser which 
are stated.  Furthermore, Seller shall not be liable for a breach of the warranty set forth in this Exhibit A 
if: (i) Buyer makes any further use of such Goods after giving such notice; (ii) the defect arises because 
Buyer failed to follow Seller’s oral or written instructions as to the storage, installation, commissioning, 
use or maintenance of the Goods; (iii) Buyer alters or repairs such Goods without the prior written 
consent of Seller; or (iv) repairs or modifications are made by persons other than Seller’s own service 
personnel, or an authorized representative’s personnel, unless such repairs are made with the written 
consent of Seller in accordance with procedures outlined by Seller.  
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Seller further warrants that all Services performed by Seller’s employees will be performed in a good 
and workmanlike manner.  Seller’s sole liability under the foregoing warranty is limited to the obligation 
to re-perform, at Seller’s cost, any such Services not so performed, within a reasonable amount of time 
following receipt of written notice from Buyer of such breach, provided that Buyer must inform Seller of 
any such breach within ten (10) days of the date of performance of such Services.  

Seller shall not be liable for a breach of the warranty set forth in this Exhibit A unless: (i) Buyer gives 
written notice of the defect or non-compliance covered by the warranty, reasonably described, to Seller 
within five (5) days of the time when Buyer discovers or ought to have discovered the defect or non-
compliance and such notice is received by Seller during the Warranty Period; (ii) Seller is given a 
reasonable opportunity after receiving the notice to examine such Goods and (a) Buyer returns such 
Goods to Seller’s place of business at Buyer’s cost (prepaid and insured); or (b) in the case of custom 
systems, Seller dispatches a field service provider to Buyer’s location at Buyer’s expense, for the 
examination to take place there; and (iii) Seller reasonably verifies Buyer’s claim that the Goods are 
defective or non-compliant and the defect or non-compliance developed under normal and proper use.  

All consumable, optical fibers, and expendables such as electrodes are warranted only for defect in 
material and workmanship which are apparent upon receipt by Buyer. The foregoing warranty is 
negated after the initial use.  

No warranty made hereunder shall extend to any product whose serial number is altered, defaced, or 
removed.  

Remedies:  With respect to any such Goods during the Warranty Period, Seller shall, in its sole 
discretion, either: repair such Goods (or the defective part).  THE REMEDIES SET FORTH IN THE 
FOREGOING SENTENCE SHALL BE BUYER’S SOLE AND EXCLUSIVE REMEDY AND SELLER’S 
ENTIRE LIABILITY FOR ANY BREACH OF THE LIMITED WARRANTY SET FORTH IN THIS 
EXHIBIT A. Representations and warranties made by any person, including representatives of Seller, 
which are inconsistent or in conflict with the terms of this warranty, as set forth above, shall not be 
binding upon Seller. 

Products manufactured by a third party and third party software (“Third Party Product”) may 
constitute, contain, be contained in, incorporated into, attached to or packaged together with, the 
Goods. Third Party Products are not covered by the warranty in this Exhibit A. For the avoidance of 
doubt, SELLER MAKES NO REPRESENTATIONS OR WARRANTIES WITH RESPECT TO ANY 
THIRD PARTY PRODUCT, INCLUDING ANY (a) WARRANTY OF MERCHANTABILITY; (b) 
WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE; (c) WARRANTY OF TITLE; OR (d) 
WARRANTY AGAINST INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS OF A THIRD 
PARTY; WHETHER EXPRESS OR IMPLIED BY LAW, COURSE OF DEALING, COURSE OF 
PERFORMANCE, USAGE OF TRADE OR OTHERWISE. Notwithstanding the foregoing, in the event 
of the failure of any Third Party Product, Seller will assist (within reason) Buyer (at Buyer’s sole 
expense) in obtaining, from the respective third party, any (if any) adjustment that is available under 
such third party’s warranty.  
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Specifications 
Dimensions 

Width: 26.00 in. (660 mm)*  
Height: 70.00 in. (1778 mm)  
Depth: 47.10 in. (1196 mm)  
Weight **: 260 lbs. (118 kg)  

* 62.47 in. (1587 mm) with monitor support arm fully extended 
** Approximate weight; weight will depend on actual components mounted in workstation. 
 
Power 

115 VAC, 10 A 
 
Laser Beam Path 

Laser Beam Path  The laser beam path is shown in figure 1. 
 
 

Laser Safety Labels (See figure 3 for Location of Labels) 

The following safety labels are mounted on the workstation as shown: 

 

Label A & B  (Label A is smaller) Label C 

  

 

Label D Label E 
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Components 
 

Viewing windowWindow through which you may safely view the welding operation while the laser 
beam is turned on. WARNING: The window is specially treated. (See Specifications.)  Do not replace 
the window with one having a different optical density specification. 

Interlock switches 

(S1, S2)The two interlock switches are wired in series. (See Figure 2.)  Operation of either switch will 
open the interlock and turn off the laser. WARNING: Do not override these switches. Exposure to laser 
beam radiation can cause severe injury. 

Sliding doorProvides access to the interior of the enclosure. When it is open, and the safety interlock 
system is connected to the laser, you cannot operate the laser. 

Mounting plateThe mounting plate is set in the floor pan of the enclosure 

Power barSix power receptacles for providing 120 VAC power to appliances and instrumentation in the 
enclosure.  Two of them are normally used for the fluorescent light fixtures. 

Fluorescent lightIlluminates work area. 

Laser interlock Cable/connectorWhite cable and connector for the laser interlock. 

E-Stop and Mark signal cable/connector Gray cable and connector for signal connections to laser. 

Power cable/connectorBlack cable for power to the power bar and fluorescent light. 

Emergency Stop 
(E-Stop) switchProvides immediate shutdown of equipment. 

Mark SwitchProvides mark signal to laser. 

Power SwitchProvides power to fluorescent lamp and power strip in chamber. 

 

NOTE: The heavy duty steel enclosure meets CDRH Class 1 safety standards. 
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User Maintenance 
 

WARNING:  The MW Workstation has been manufactured and tested to meet standard 
CDRH 21, CFR 1040.10, Class 1 accessible emission limits.  If you suspect a light leak, DO 
NOT use the workstation until you have consulted with Amada Miyachi America (address, 
telephone, and e-mail address on front cover).  If necessary, we will have you return your unit to 
us, or send one of our technicians to your site. 

 
Routine Maintenance 

All moving components in the workstation are permanently lubricated and require no further 
maintenance.  Periodic confirmation of the interlock function is recommended (see figure 2). 
 
Troubleshooting 

There are three separate circuits in the workstation, each supplied with a separate input/output 
connector (coming from the rear of the workstation).  The white cable is the interlock circuit.  A 
schematic diagram is supplied in figure 2.  The black cord is 115 VAC power provided through the 
front-panel power switch to the fluorescent lamp and power strip.  The gray cord provides the 
emergency stop (E-stop) connection. 

If there is any failure, a simple continuity check of the components should indicate the point of failure. 
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AMADA MIYACHI DO BRASIL LTDA. 

Av. Tamboré, 965/973, Salas P22 e F11, 06460‐000, Barueri, SP, Brasil 
TEL. +55‐11‐4193‐1187 

 
 
 
 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

AMADA MIYACHI AMERICA, INC. 
   1820 South Myrtle Ave., Monrovia, CA 91016, U.S.A. 
   TEL. +1‐626‐303‐5676  FAX. +1‐626‐358‐8048 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


